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UK
CA

Manufacturer: Bender GmbH & Co. KG

UK-Declarationof Conformity

declare under our sole responsibility that the product

Product name: Coupling devices AGH (see annex)

to which this declaration relates, is in conformity with the
following UK legislations.

Legislations: Electrical Equipment (Safety) Regulations 2016 S.1.2016/1101
RoHS Regulations 2012 S.1.2012/3032

The assessment of this product has been based on the following standards:

Applied standards :

EN 61800-5-1 :2007/A11:2021
EN IEC 63000 :2018

Gruenberg, 09.11.2023 KY / /4/ ‘ f
- I e 2V 201 -

(/" 7 (HMowicki, CSO) ® (i.VU. Schafer, Quality Mahager)

Remark: The annexes are part of this UK declaration.
Limitation of standards are marked with an asterisk (*) in the attached type list.
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Annex - Typelist of UKCA-declaration AGH

Product group Art.-no. Device type
iSOEV425 B78039030 AGH420 AC0...690 V, DC 0...1000 V
isoMIL425 B78039031 AGH421 AC0...690 V, DC 0...1000 V
isoMIL425 B78039031W AGH421W AC 0...690 V, DC 0...1000 V
AGH420 B78039034 AGHA421-1
AGH520 B913033 AGH520S AC0-7200V/50-400Hz
AGH575 B913053 AGH575S-6 AC0-460Hz/DC 0-3,6KV
AGHG675 B913054 AGHG675S-7-2000 AC0-460Hz/DC 0-7,2KV
AGHG676 B913055 AGH676S-4 AC50..460Hz 0..12KV
AGH675 B913056 AGH675S-7-500 AC0-460HZ/DC 0-7,2KV
AGHG675 *B913058 AGHG675S-7MV15-500 AC0-460Hz/DC 0-15,5KV
AGH20* B914013 AGH204S-4 3AC 50-400Hz 0-1650V
AGH507 B915570 AGH507S AC 0-2500V
AGH150 B915576 AGH150W AC 0-1150 V, DC 0-1100 V
AGE B98018002 AGE470 AC45...400Hz 500-790/DC400-960V
AGH505 B98018004 AGH505-1000 3AC50...60Hz 800...1200V
AGH505 B98018005 AGH505-500 3AC50...60Hz 400...600V
AGH150 B98018006 AGH150W-4 AC 0-1150 V, DC 0-1760 V
AGH505 B98018010 AGH505-690 3AC50...60Hz 600...800V
IRDH275 B98018011 AGH150W-4 nur mit IRDH275
AGE B980305 AGE185 AC45...400Hz 500-790V/DC400-960V
iSOEV425 B98039030 AGH420 AC0...690 V, DC 0...1000 V
AGH420 *B98039032 AGH422 AC 0...1000 V, DC0...1000 V
AGHA420 B98039032W AGH422W AC 0...1000 Vv, DC 0...1000 V
AGH502 B984000 AGH502S 3AC 0-1000V
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